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SECTION E-4 - E-4

ENTRANCE SCHEDULE
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SECTION E-5 - E-5

AU secTion county | JTAL | SHEET

9315 [00-00032-00-RP | MONROE 49 2
STA. TO STA.

FED. ROAD DIST. NO. | ILLINOIS | FED. AID PROJECT

CONTRACT NO. 97264

SECTION E-3 - E-3
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SECTION E-2 - E-2

TYPE | L D % W | P.C.CONC. |PROTECTIVE|  SUB-BASE | BITUMINOUS |  BIT. CONC. BITUMINOUS SUB-BASE AGGREGATE | PAVEMENT
DRIVEWAY COAT  |GRAN. MATERIAL,| MATERIALS | SURFACE CSE., CONCRETE GRAN. MATERIAL, | SURFACE COURSE | REMOVAL
LOCATION PAVEMENT, 8" I TYPE A, 4" |(PRIME COAT): SUPERPAVE BINDER CSE., TYPE A, 8" TYPE A, 8"
3 L MIX. 'CY | SUPERPAVE
, NSO (1-1/2  IL-19.0, N5O (2-1/2")
D) (FT) ) FT) (S0 (sv) (sv) (GALLOW Tom ' (Ton (s (sv) (sv)
FAU 9315 (MOORE STREET) ' ‘ ) B
RT., STA. 114+16.63 C.E. 2108 39' & VARIES [15.6% 8 VARIES 5110 54.1 - 55.2 - - - - - -
RT. STA. 1/5+27.63 C.E. 2108 37" & VARIES | 5.0% & VARIES | 6160 64.3 - 65.5 415 9.1 5.4 4.7 - 90.5
RT. STA. 113+85 - STA. 114+99 LOT | NA. NA, WA, NA. - - - - - - - 377.9 -
(AGGREGATE BEHIND PCC)
RT. STA. 115+21 - STA. 115+80 LOT | NA. NA. MA. NA. - - - - - - - 1636 -
| (AGGREGATE BEHIND PCC) .
| LT, STA. 115+2174 C.E. |aLo8| 2750 -8.7% & VARIES 52.10 37.0 - 37.9 - - - - - -
LT. STA. 115+81.94 CE. |21.08] 170 -2.0% & VARIES 16.80 B39 | - 1.8 - - - - - -
LT. STA. 114+97.30 - STA. 115+915] LoT | NA. NA. KA. L MA. - - - - - - - 206.1 -
(AGGREGATE BEHIND PCC) )
LT. STA. 116+18.05 CE |2108 8.80 0.5% 27.80 331 - 34.3 0.3 2.3 3.8 28.5 - 510
| LT. STA. 116+33.21 - STA. 116+91 LOT | NA. HA, HA. KA. - - - 30.2 6.7 1.2 8.8 - -
LT. STA. 17+86.41 P.E._|19.83 4.00 15.2% 1250 - - - - - - - 6.4 N
TOTALS 203 203 208 82 9 31 225 754 | s

NOTE THAT "LOT" INDICATES PARKING LOTS ADJACENT TO THE ENTRANCES - LOCATIONS ARE FURTHER IDENTIFIED ON THE PLAN AND PROFILE SHEETS.
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SECTION E-1 - E-1

SECTION LEGEND

SUBBASE GRANULAR MATERIAL, TYPE A, 4"

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.18

SUBBASE GRANULAR MATERIAL, TYPE A, 8"

BITUMINOUS MATERIALS (PRIME COAT)

BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N50

BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX 'C', N50

PORTLAND CEMENT CONCRETE DRIVEWAY PAVEMENT, 6" (PRIVATE)

PORTLAND CEMENT CONCRETE DRIVEWAY PAVEMENT, 8" (COMMERCIAL)

AGGREGATE SURFACE COURSE, TYPE A 8"

INCLUDES PAVEMENT AROUND INLET, IF PRESENT

1" EXPANSION JOINTS PER STANDARD SPECIFICATIONS

SLOPE AWAY FROM PAVEMENT WHEN DX IS NEGATIVE

ILLINOIS DEPARTMENT OF TRANSPORTATION
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PAVING SCHEDULE
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